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A Cryogenic Half-Wave Plate Module to Measure Polarization at Multiple FIR Passbands

Timothy S. Rennick*, John E. Vaillancourt**, Roger H. Hildebrand +, and Stephen J. Heimsath*

Abstract

One of the key components in a far-infrared polarimeter that is being designed at The University of
Chicago is a locally-powered half-wave plate module. This compact, lightweight, and reliable module will

operate at cryogenic temperatures, rotating a half-wave plate about its axis within the optical path. By
doing so, polarization measurements can be made. Further, by utilizing multiple half-wave plate modules
within the polarimeter, multiple wavelengths or passbands can be studied. In this paper, we describe the

design and performance of a relatively inexpensive prototype module that was assembled and tested

successfully, outline the difficulties that had to be overcome, and recommend improvements to future
modules. This effort now lays some of the groundwork for a next-generation polarimeter for far-infrared

astronomy.

Introduction

Instruments designed for far-infrared (FIR) and submillimeter astronomy generally operate with the
detectors and most of the optical elements at cryogenic temperature. When the design calls for inserting

any of several lenses or filters into the optical path, there must be suitable actuators, bearings, and
sensors for the moving parts. The actuators have usually consisted of external, room temperature, motors
connected to the moving parts by insulating shafts passing through vacuum seals and working their way

through tight spaces at times via right angle gearing to the cold parts. This approach has been workable

for relatively simple instruments, but has become increasingly difficult as the instruments have become
more complex.
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Figure 1. Exploded view of HWP module
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At The Universityof Chicago,we aredesigninga far-infraredpolarimeterto covera widerangeof
wavelengths.The telescopethat this polarimeteris intendedto work in conjunctionwith is the
StratosphericObservatoryfor InfraredAstronomy(SOFIA)(Ref.1).At the heartof thepolarimeter,a
rotatingcarousel-stylestagewillbeusedto putanyoneoffivepolarizinghalf-waveplatesintotheoptical
path.It mustthenbepossibleto rotatetheselectedhalf-waveplate(HWP)aboutitsownaxisto conduct
thepolarizationstudies.Itdoesnotappearpracticalto producetherequiredHWProtationona carousel-
stylestageusingshaftsfromexternalmotors.Wehavethereforecarriedoutinvestigationsonaprototype
moduleinwhicha cryogenicmotoris locatedimmediatelyadjacentto therotatingHWP,eliminatingthe
needfor protrudingshaftsandexternalmotors.Thisprototypemoduleis composedof theHWPholder
withits bearing,motor,gearing,and housing(shownin Figure1) and is designedto holda lens,a
spectralfilter,and a pupilstopattachedto the housing.Themodule,with its accompanyingoptical
elements,is designedto be easily replaceable,allowingdifferentoptionsfor wavelengthsand
magnification.

Thefinal instrumentwill havefive suchmoduleson a carousel-stylestage.Suchan arrangement
envisionedfor measuringmultipleFIRpassbandsisshowninFigure2. Fora senseof scale,eachHWP
hasa clearapertureofapproximately75mmdiameter.
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Figure 2. Carousel-style stage supporting multiple HWP modules

In this paper, we describe the design and performance of the prototype HWP module, outline the
difficulties that had to be overcome, and recommend improvements to future modules.

Module Design

Specific objectives of the design effort were to produce a prototype HWP module that was compact,

lightweight, relatively inexpensive, and reliable, particularly since it would not be accessible during
operation. The module had to operate at both room temperature and near the temperature of liquid

helium (near 4 K). Additionally, a means of sensing the rotational position of the half-wave plate had to be
included. It was desired that such position information be independent of counting step commands sent to

the cryogenic motor. During normal operation, the HWP will be stepped once a minute in 30-degree
increments that take approximately 5 seconds, corresponding to a duty cycle of approximately 8%.
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Anotherrequirementwasthatthemotorheat,at thenormaldutycycle,shouldnotincreasetheboil-off
rateoftheliquidheliumreservoirsignificantlyandtherebyimpactobservationtime.

Cryogenic Motor

Price and recommendations were major considerations in the selection of the cryogenic motor. In

addition, the particular motor selected had to be small, lightweight, run on relatively low power, but yet
have sufficient torque, and be easily controllable. A general design envelope defined the extent of the
motor size. Simple computations were performed to assess the torque requirements based upon HWP

inertia. These computations accounted for accelerating the small rotating mass of the HWP and its
holder. The results indicated very low values of motor torque were needed. It was anticipated, though,

that friction in the gearing and bearing, which could not be reliably predicted, would be the major motor

load. To boost the output of the motor, an integral planetary gear unit, with a ratio of 25:1, was selected.
Both the motor and planetary gearing came as one unit, fully wired, internally lubricated, and ready to run.

HWP Bearinq
A low profile bearing was chosen to support the HWP in the module because of space limitations.

Further, the eventual implementation of this HWP module would be on board an aircraft, exposed to a

flight environment. To minimize jitter of the HWP and possible microphonic effects picked up in the
instrument's detectors, a precision X-bearing (i.e. four point contact) was selected. With a bearing of this

type in a cryogenic application, it was critical that the material of the races match that of the ball bearings.
Stainless steel alloy 440C was selected for both.

Gearinq

Since the HWP was at the center of the module and required a clear aperture, the motor that drove it had
to be offset. This required gearing, besides the planetary gear unit, to transfer the motion. A worm gear

arrangement was chosen, even though this type of gearing suffers from large amounts of friction,
because it was conducive to the space available and had a relatively high gear ratio to further boost the
output torque and step count. For example, the stepper motor is 200 steps/rev; the planetary gear ratio is

25:1; the worm gear ratio is 25:1. Thus, the theoretical step count for a complete revolution is 200 x 25 x

25 = 125,000 steps. The rotational accuracy desired for the polarization studies was +1 degree or better,
and this was thought to be easily achievable.

Ma.qnetoresistive Position Sensor

To independently sense the HWP position, small cryogenic sensors were investigated. A
magnetoresistive sensor from Infineon Technologies was recommended and samples were provided. The

sensor was a differential magnetoresistive sensor (type FP 212 L 100) and consisted of two series
coupled InSb/NiSb semiconductor magnetoresistors, whose resistance could be magnetically controlled,
mounted on an insulated ferrite substrate (Ref. 2). A permanent magnet, which supplied a biasing
magnetic field, was fixed to the base of the sensor. The entire sensor was contained in a plastic housing

and had three connecting terminals that were subsequently soldered to a small circuit board for mounting
and wiring. The basic room temperature resistance of the sensor was 2 x 100 £_.These particular sensors

were selected and had been tested successfully on a related project to a temperature of 12 K, which gave
us some confidence that the sensors would operate at the temperature that we desired. Not only could
these sensors detect position, but because there were two magnetoresistors, the device as a whole could

sense direction; although, we did not choose to use this capability in our prototype testing. The sensor
was quite small at about 6 mm x 3 mm and 0.35g, and it was relatively easy to implement. A 5 V potential

was continuously applied, and output signals were on the order of tens to hundreds of millivolts. A small
electronic circuit was created to amplify the output signal, and a commercial off-the-shelf digital counter

was used to record movement of the HWP. Since the precise HWP location information was not
necessary for the prototype testing, sampling of the HWP position was conducted only once per

revolution by attaching a small ferromagnetic chip on the rotating HWP holder to actuate the stationary
sensor (by altering the magnetic field of the permanent biasing magnet and eliciting a response from the

magnetoresistors) each time it passed. Future implementation of this sensor will likely incorporate more

exact information on HWP position, including any incremental amount of rotation and possibly a sense of
direction.
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Aluminum Housinq

With many dissimilar materials used in the module, there were obvious concerns over interference and
binding due to shrinkage as the module was cooled to its eventual operating temperature. After

considering several designs, it was decided that the best approach was to accommodate the shrinkage
within the assembly tolerances, particularly since the dimensions involved were not all that great and

shrinkage was mostly concentric about the HWP. Taking this approach had the disadvantage of creating
a "sloppier" mechanism than desired at room temperature. However, by surrounding the stainless steel

HWP bearing with an elastomeric o-ring to center it and fill the purposely-open gap, the module was able
to operate satisfactorily at both room temperature and at cryogenic temperatures. The size of the o-ring

(nominal 1.6-mm diameter) and depth of the groove in the housing were selected so that the o-ring just
contacted the outer bearing race at room temperature and then experienced roughly 10% diametral

squeeze upon cooling.

A listing of all components within the assembled module is shown in Table 1. As can be seen, many of
the components were commercially available, generally reducing cost associated with the prototype. The
total mass of the assembled module was 851g, an amount that is probably more than desired for the

future flight design.

Component

Stepper Motor

Planetary Gearing

HWP Bearing

Table 1. Com

Supplier

Phytron, Inc.

Phytron, Inc.

Kaydon Corporation

Precision Worm W.M. Berg, Inc.

Precision Worm Gear W.M. Berg, Inc.

)onents of HWP module

Part Number

VSS 19.200.0.6

VGPL 22/25-UHVC-X

Reali-Slim SA025XSO

W32S-3F

W32B30-F100

Approx. Cost

($US)

4400

380

66

50

Material

Stainless steel housing

Stainless steel housing

Stainless 440C

Stainless 303

Bronze Alloy 464

Magnetoresistive Sensor Infineon Technologies FP 212L-100 b (580) Plastic housing

Housing Univ. of Chicago NA - 5000 Aluminum 2024

NA

18

90

B1-26-Q3 ABEC3

59925K88

Shaft Univ. of Chicago

Shaft Bearings W.M. Berg, Inc.

McMaster-CarrShaft Coupling

Stainless 303

Stainless 440C

Nickel

Flange Adapter Univ. of Chicago NA c Stainless 303

HWP Retainer Univ. of Chicago NA c Aluminum 2024

HWP Holder Univ. of Chicago NA c

Gear Retainer Univ. of Chicago NA c

Stainless 440C

Stainless 440C

a - included in cost of motor

b - sensor donated by Infineon Technologies, cost in parenthesis associated with circuit board and digital counter

c -included in cost of housing

Figure 3 shows a front and back view of the prototype module and sensor once assembled and attached
to a bracket for testing.
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Figure 3. Front and back view of prototype module with magnetoresistive sensor

In addition, the module was tested first without and then with a modified tungsten disulfide dry lubricant,
Dicronite ® DL-5, applied to the worm gearing in hopes of reducing gear friction and lessening the motor

load and, thus, heat produced by the module. This lubricant was selected primarily because of its low
cost, availability in the Chicago area, and its advertised characteristics that appeared to match our needs.

Because of time and cost concerns, no testing or extensive investigation was conducted to screen
various lubricants and determine the most effective. This would be worthwhile, though, in the future.

Module Testing

Testing of the prototype HWP module was conducted in a cryostat that was originally designed as a far-

infrared polarimeter for use on the Kuiper Airborne Observatory (Ref. 3). The cryostat has a dual stage
He 3 refrigerator system capable of reaching temperatures as low as 300 mK. However, the He 3 system

was not used in our tests, and only cooling from the liquid helium (LHe) reservoir was used to obtain

temperatures near 4 K. The cryostat has two radiation shields at LHe temperature, one at liquid nitrogen
(LN2) temperature (77 K), and an outer vacuum shell at room temperature.

The magnetoresistive sensor was wired using low thermal conductivity stainless-steel wire inside the

cryostat. The high current needs of the cryogenic motor (specified at 0.6 A per phase), however,
precluded the use of low conductivity wire. Therefore, copper wire was used inside the cryostat to supply
power to the motor. By observing liquid helium boil-off rates, we estimated the extra heat conducted from

room temperature to the 4 K surface along these 4 copper motor wires (2 per phase) nearly doubled the
heat reaching the 4 K surface. This was an initial concern when the idea to relocate the motor inside the

cryostat was conceived. As such, heat loads on the 4 K surface were a major focus of the testing. In the
future, more attention will be focused on heat-sinking the motor leads to the radiation shields and possibly

taking advantage of a vapor-cooling effect by routing the leads in the vicinity of venting helium gas.

Goals of HWP Module Testinq
The goals of the module tests were two-fold. First, and most importantly, would the concept of a locally-

powered half-wave plate function at cryogenic temperatures and would it do so repeatedly and reliably?
Second, what amount of power/heat would be dissipated at the 4 K stage while the module was

operating?

Our astronomy application requires rotating the HWP by 30 degrees in about 5 seconds, the equivalent of

1 rpm. Given that one revolution of the HWP is approximately 125,000 motor steps this would necessitate
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a nominalsteppingfrequencyof about2 kHz.However,accountingfortheadditionaltimeto startand
stopthe motor,the 2 rpm(4 kHz)steppingrateseemedto resultin a timecloserto the required5
secondsfora30-degreeincrement.

Anunexpectedobstaclewasencounteredfollowinginitialassemblyandduringthemodule'sfirststages
of testing.This obstaclerequiredlengthytroubleshootingto overcome.The modulewouldoperate
properlyat roomtemperature,but not at cryogenictemperatureseventhoughthe designhadbeen
carefullyreviewed.Througha processof elimination,possibleculpritssuchas the steppermotor,
clearanceson the aluminumhousing,and eventhe magnetoresistivesensorwereeliminated.It was
determinedthat the HWPbearingwasseizingdue to eitherwarpageof the bearingracesor slight
materialvariationsinthestainlesssteelusedthroughoutthebearing.Thebearingsupplierworkedwithus
to incrementallychangethe bearing'sdiametralclearanceby reducingthe ballsizeuntilunrestricted
rotationwasobservedwhilesubmergedin a bathof liquidnitrogen.Apparently,thebearing'slevelof
precisionwastooclosetowithstandthelargechangeintemperature.Oncethisobstaclewasovercome,
furthertestingproceededsmoothly.

Testingin the bathof liquidnitrogenprovedto be a quick,lowcostapproachto checkingcryogenic
operationof themechanism,particularlywhentroubleshootingtheseizedbearing.Fiberglass(G10)rods
wereusedto manipulatethecomponentsin thebath,andthetemperatureof thecomponentcouldbe
inferredbymonitoringtheboilingrate.Infact,at onepoint,theentiremodule(minusmotorandsensor)
wascompletelysubmergedinabathofliquidnitrogenandverifiedtospinfreely.

Furthertestingwasperformedoncethemotorwasattachedto thegearingandaluminumhousing.

Minimum Motor Current

The motor specifications call for running the motor at a nominal current of 0.6 A per phase. At each
temperature (room, nitrogen, and helium) we measured the minimum current required to turn the HWP
module. At room temperature, the system spun freely in both directions and at both the 1 and 2 rpm

speeds with a minimum current of 0.2 A. At liquid nitrogen and liquid helium temperatures the system
required 0.2 A to run at 1 rpm, and 0.3 A to run at 2 rpm. Fundamentally this makes sense: More power is

required to cover an equal distance in a shorter period of time. With more accurate instrumentation, we

may have seen this effect at room temperature as well.

At room temperature, the resistance across the motor coils was measured to be -3 O_;when cooled with

liquid nitrogen the resistance was 1 04 and at liquid helium it was 0.6 _. Therefore, given the minimum
currents found previously, the motor should theoretically be able to operate at 2 rpm dissipating (0.3 A) 2 x

0.6 _ = 54 mW of power per phase (108 mW total). At 1 rpm, this value would drop to 48 mW total. A

large fraction of this power would be dissipated through heating of the motor coils.

Endurance Testinq
Successful endurance tests were run at both liquid nitrogen and liquid helium temperatures. These tests
were conducted with a motor current of 0.3 A at 2 rpm. The module was rotated through 720 30-degree

steps of the HWP with five seconds of rest between each step. Additionally, tests were conducted with

the module continually operating. These particular tests were conducted at liquid helium temperature and
dissipated a significant amount of heat into the reservoir of liquid helium. As a result, the flow rate out of

the venting helium gas that was liberated increased significantly. Additionally, the motor coil resistance

gradually increased from 0.6 _ to 0.8 .Q, indicating that current was warming the motor. This type of test
was conducted more as a measure of the module reliability, because such operation would not be

normally experienced.

Dry Lubricant
In an attempt to lower the heat dissipated by the motor a dry lubricant, Dicronite ® DL-5, was applied to the

worm and worm gear. The minimum current required to turn the HWP at liquid helium temperature was

again found to be 0.3 A at 2 rpm and 0.2 A at 1 rpm. The amount of heat reaching the helium surface due
to the motor and HWP module was measured by examining the boil-off rate of the liquid helium both

before and after applying the dry lubricant. The motor was allowed to run continuously at 2 rpm and 0.3 A
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perphasefor 20minutes.Themeasuredchangeinheliumboil-offrateasafunctionoftimeisshownin
Figure4. (TheheatisalsoestimatedinmW,using2.6J/mlfortheheatofvaporizationof helium.)Ascan
beseen,thereappearsto belittledifference.However,hadthemodulerunlongeruntilequilibriumwas
achieved,a moresignificantdifferencemighthavebeenapparent.Fortheapplicationat hand,though,
witha relativelylowdutycycleundernormaloperation,theDicronite®DL-5lubricantwillnotbeof great
benefit.
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Figure 4. Effect of Dicronite ® DL-5 lubricant on worm gear

Duty Cycle Variations
With the lubricant applied to the worm gearing, another series of heat load tests were performed to
determine the expected heat load from continuous rotation of the HWP, from stepped rotation of the
HWP, and from the magnetoresistive sensor alone. For each scenario, the boil-off rate of liquid helium

was allowed to come to equilibrium. Figure 5 shows the extra heat on the 4 K surface for each scenario in
terms of boil-off rate and estimated milliwatts. In Table 2, the measured equilibrium values are
summarized.

As can be seen, the cryogenic motor when run continuously produces more heat than would be predicted
from input electrical power (recall the 108 mW total previously computed). Obviously, from Figure 5, the
measured heat load from the motor is nearly twice that expected. Since input power should theoretically

equal the motor's output plus losses, this surplus heating is not clearly identifiable. Creating a more
efficient mechanism could certainly reduce this heating some. However, utilizing a reduced duty cycle

seems to be the most effective means of limiting heat loads from the cryogenic motor and rotation of the
HWP. Fortunately, for the intended polarimeter, this is possible.
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Table 2. Equilibrium heat loads

LHe boil-off Estimated heat % increase
(l/hr) (mW) above baseline

No electronics baseline 0.37 267 -

Magnetoresistive sensor alone 0.14 101 38%

Continuous motor w/o sensor 0.32 231 86%

Motor 5 sec every 55 sec w/o sensor 0.03 22 8%

Motor 5 sec every 25 sec w/o sensor 0.05 36 14%

Sensor Heat Load

In Figure 5, it can also be seen that the magnetoresistive sensor adds a large amount of heat to the 4 K

surface relative to normal operation of the cryogenic motor. The magnetoresistive sensor consists of two

100 _ resistors in series at 5 V potential. It should therefore dissipate about 125 mW of power at room

temperature; using a measured resistance of 0.34 _ at LHe temperature, it should dissipate 73 mW of

power. This correlates reasonably well with the results shown in the graph and table, giving a sense of

the accuracy of the measurements made. Because of the relatively high heat dissipation by the sensor,

future module design and sensor implementation may require either a different sensing device or

necessitate a duty cycle consistent with the motor.
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Conclusion

Some conclusions that can be drawn from this work are:

• Testing of the prototype HWP module was successful, exhibiting confidence in a new approach to

measure polarization at multiple FIR passbands.

• Selection of a bearing for cryogenic application is a critical step. A precision X-bearing apparently
over constrained and bound the mechanism when significant cooling occurred, necessitating
looser diametral clearance between the balls and races.

• Centering the HWP bearing with an elastomeric o-ring allowed both room temperature and

cryogenic operation when dissimilar materials were present and tolerances factored in to account

for shrinkage.

• For the application at hand, with a relatively low duty cycle under normal operation, the
Dicronite® DL-5 lubricant applied to the worm gearing will not be of great benefit.

• The continuously energized Infineon magnetoresistive sensor heat load was higher than desired,

indicating a need to investigate other sensing means or employ a low duty cycle on the sensor,
similar to the motor, to reduce this heat load.

• Future work will be focused upon reducing the module mass and lowering the heat load further.

The success of this small project now lays some of the groundwork for a next-generation polarimeter for

far-infrared astronomy.
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